
Ref: Q WEP - Spear BHA

Customer Well Engineering Partners BV

Contact Kornelius Boersma

Contact Details

W'ford Location Langenhagen, Germany

Field/ Well No.

Toolstring Desc. Fishing BHA

BHA Seq Description Asset Number OD ID 
                                       Connection

Length (m)

1 Intensifier 153445-47000 120 mm 58 mm 3-1/2 IF Box x Pin 4,58

FNL 320 mm 4-3/4" 2-1/4"

FNOD 120mm

2 6 pcs. DCs (Customer owned) 120 mm 3-1/2 IF Box x Pin

4-3/4"

3 Super Fishing Jar WG 106 120 mm 56 mm 3-1/2 IF Box x Pin 2,97

FNL 350 mm 4-3/4" 2-3/16"

FNOD 120mm

4 Bumper sub CW-1466929-1 120 mm 52 mm 3-1/2 IF Box x Pin 2,39

FNL 320 mm 4-3/4" 2-1/16

FNOD 120mm

5 Bit Sub WG3006 120 mm 36,5 mm 3-1/2 IF Box x 3-1/2 Reg Box 0,45

slick 4-3/4" 1-7/16"

6 7" 29# SD Stabilizer WG007 155,5 mm 36,5 mm 3-1/2 Reg Pin x 3-1/2 Reg Box 1,14

FNL 240mm 6-1/8" 1-7/16"

FNOD 107mm

7 X-Over WG3048 120 mm 36,5 mm 3-1/2 Reg Pin x 3-1/2 IF Pin 0,56

slick 4-3/4" 1-7/16"

8 Spacer / customer owned DC 120 mm 3-1/2 IF Box x Pin

4-3/4"

9 Bit Sub WG3049 120 mm 36,5 mm 3-1/2 IF Box x 3-1/2 Reg Box 0,5

slick 4-3/4" 1-7/16"

10 7" 29# SD Stabilizer WG009 155,5 mm 36,5 mm 3-1/2 Reg Pin x 3-1/2 Reg Box 1,12

FNL 230mm 6-1/8" 1-7/16"

FNOD 107mm

11 X-Over WG3134 120 mm 36,5 mm 3-1/2 Reg Pin x 3-1/2 IF Pin 0,44

slick 4-3/4" 1-7/16"

12 7" 29# SD Non Rot. Csg Scraper WG2004 Drift 49 mm 3-1/2 IF Box x 3-1/2 IF Pin 1,77

FNL 600mm 1-15/16"

FNOD 125mm

13 Stop Sub WG810 145 mm 53 mm 3-1/2 IF Box x 3-1/2 IF Pin 0,5

FNL 350 mm  FNOD 119mm 5-3/4" 2-1/16"

14 X-Over WN-XOS-224 114 mm 53 mm 3-1/2 IF Box x 2-3/8 Reg Pin 0,49

slick 4-1/2" 2-1/16"

15 Spacer WG3141 79 mm 23 mm 2-3/8 Reg Box x 2-3/8 Reg Pin 1,00

2
,4

5
 m

slick

3-1/8" 15/16"

16 Spacer WG3053 79 mm 23 mm 2-3/8 Reg Box x 2-3/8 Reg Pin 0,62

slick 3-1/8" 15/16"

17 Itco Spear RS115 80 mm 20 mm 2-3/8 Reg Box x 2-3/8 Reg Pin 0,73

Grapple to catch liner 3-1/8" 3/4"

incl. extension to catch the 98,8 mm ID

ITCO Grapple 9487, NC 3.885"

FNL 150 mm

FNOD 80 mm

18 Bull Nose WG6926 80 mm 25 mm 2-3/8 Reg Box 0,22

slick 3-1/8" 1"
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BOTTOM HOLE ASSEMBLY
REPORT

Job No. : 150033 BHA No. : WFT#01

Well : HonGT01-S2 BHA Type : MWD-Whipstock-Milling

Customer : WEP Purpose (define DLS) : °/30 m

Field : HonGT Max. obtained DLS :  °/30 m

Bit Manufacturer : Wft Max. sliding length (m) :

Bit Type : Mill Depth in    (m) : 2386.4

Nozzles [in] : Depth out    (m) : 2393.2

Reason for POOH : Drilled length  (m) : 7 BRT: 62:45hrs

Qt O.D.        Item Item No ID Length cum.

1 5 1/2" 4.84 4.84

1 6 1/8" 0.61 5.45

1 6 1/8" Flex Mill 39 1.64 7.09

1 3 1/2"x4 3/4" HWDP 9.20 16.29

1 4 3/4" Orienting Sub 1.18 17.47

1 3 1/2"x4 3/4" NMHWDP, toolcarrier  72 9.37 26.84

1 4 3/4 NM Pulser Sub 1.79 28.63

49 3 1/2"x4 3/4" HWDP 57 453.58 482.21

3.5 DP to surface 1901.00 2383.21

w/o DP

weight in air 18.4

w' in mud 1.1, 30 inc, cof0.3 10.7

window-top 2386.4 m

window-bottom = def KOP 2389.1 m

rathole bottom 2393.2 m

Operators Remarks:              

Ulf Gehring Sensor to LeadMill distance: Dir 22.55 m

Uwe Ritscher Gam 20.88 m

Axel Stolte

 Team Leader: Axel Stolte

15-06-2015    22:00

18-06-2015    12:45

Whipstock 757390

Lead Mill wg1402

with DP

62.1

36.5

WEP

wg1304

WEP

PD-OS-1092

475-22455

331-31-4058



BOTTOM HOLE ASSEMBLY

REPORT

Job No. : 150033 BHA No. : WFT#02

Well : HonGT01-S2 BHA Type : 6 1/8" Steerable System

Customer : WEP Purpose (define DLS) : Drop, Turn & Hold 4.0°/30 m

Field : HonGT Max. obtained DLS : °/30 m

Bit Manufacturer : Max. sliding length (m) :

Bit Type : Depth in    (m) : 2393.2

Nozzles [in] : 5 x 11", tfa 0.464 in^2 Depth out    (m) : 2650

Reason for POOH : Drilled length  (m) : 257 BRT: 82:00hrs

Qt O.D.        Item Item No ID Length cum.

1 6 1/8" 0.14 0.14

1 4 3/4" pdm 7.49 7.63

1 6"

1 4 3/4" Dump sub valve 0.81 8.44

1 4 3/4" valve 0.94 9.38

1 4 3/4" NM Orienting Sub 1.22 10.60

1 3 1/2" x4 3/4" NMHWDP, toolcarrier  72 9.37 19.97

1 4 3/4" NM Pulser Sub 1.79 21.76

1 3 1/2" x4 3/4" NMHWDP 70 9.50 31.26

18 3 1/2" x4 3/4" HWDP 166.45 197.71

1 4 3/4" Drilling Jar - Dayley hydraulic 56 9.26 206.97

4 3 1/2" x4 3/4" HWDP 37.10 244.07

3 1/2" DP to surface

in air at Inc 30°

Weight below jar  [tons] 7.7 5.7

Weight ab. jar w'out DP [t] 1.4 1.0

cof 0.4

Weight bel.jar - friction force 4.6

Weight ab. jar w'out DP -frict.force 0.8

Operators Remarks:              

Ulf Gehring Sensor to Bit distance: Dir: 15.68 m

Uwe Ritscher Gam: 13.88 m

Axel Stolte Motor rev : 0.267  r/ Liter

bit-in: new

bit-out:  Team Leader: Axel Stolte

cof 0.3

4.9

0.9

in 1.10 mud

6.6

1.2

w' Bearing Stab 6" 402436282

331-31-4137

475-22455

331-31-4058

475-22456

BPC

1420-1224

BPC

401727701

Float Sub

18-06-2015    20:00

22-06-2015    06:00

PDC 1387

FL motor ME4563 BH 1.5°, TS,RC 475-2228



6.125 in | 156mm 
U513S 

These parameters are general guidelines. Make-Up torque parameters are based on a mid 

range Bit Sub OD. Please contact your local Ulterra representative for application specific 
recommendations. 

Total Cutters 23 

Cutter Size 1/2 in  /  13 mm 

Blade Count 5 

Face Cutters 18 

Gauge Cutters 5 

Nozzles / Ports 5 (26 Series) 

Gauge Length 2.685 in  /  68.2 mm 

Gauge Type Fused Carbide & Diamond 

Make-Up Length 5.0 in  /  127.6 mm 

Junk Slot Area 8.3 sq in  / 53.6 sq cm 

Face Volume Contact Representative 

Bit Connection 3-1/2  API Regular 

Bit Breaker(s) With Legs (UDBKR-155A) 
Without Legs (UDBKR-155NLA) 

Rotary Speed Suitable for Rotary and PDM 

Weight on Bit 
(Typical Max) 

22,500 lbs 
10,000 daN 

Flow Rate 200 - 350 GPM 
760 – 1,320 LPM 

Make-Up Torque 7,000 – 9,000 Ft Lb 
9,500 – 12,000 N m 

Features E – Extended Gauge 

Detail (P/N: 370S1021) IADC S132 
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