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SHIPPING PROCEDURES
PIPE, TUBING, AND CASING UP TO 6 INCH SIZE IN PIPE, (6-5/8 INCH IN CASING),
 IS PACKAGED IN OPEN-SIDE STEEL BAND REINFORCED WOODEN CRATE
FRAMES PER THE DIAGRAM BELOW.  DEPENDENT ON THE WALL THICKNESS
OF THE PIPE SHIPPED, INDIVIDUAL CRATES WEIGH FROM 3,500 TO 5,000 LBS.
 THE STANDARD CRATE OUTSIDE DIMENSIONS ARE 48 INCHES WIDE BY 21 INCHES TALL
BY APPROXIMATELY 32 FEET LONG.  TYPICALLY EIGHT CRATES CAN BE
LOADED ON A STANDARD FLATBED TRAILER.  THE CRATES CAN BE
EASILY HANDLED WITH EITHER A CRANE OR A FORKLIFT.
ALWAYS USE NYLON STRAPS ON CRANE
LIFTS AND SOME FORM OF PADDING
ON FORKLIFT FORKS.

FIBERGLASS PRODUCTS MUST BE PROTECTED FROM SUNLIGHT
THE CRATES MAY BE STACKED FOR ON-SITE STORAGE.

FOR LONG-TERM STORAGE.  A TARP OR PLASTIC SHEETING WILL PROVIDE
SUITABLE PROTECTION.

PARTIAL HEIGHT CRATES ARE USED FOR LARGER SIZE

TRUCK AND CONTAINER LOAD QUANTITIES

SIZE  YB/RB JTS/CRATE FEET/CRATE
2" / 2-3/8"

2-1/2" / 2-7/8"
3" / 3-1/2"

4" / 4-1/2"
5" / 5-1/2"
6" / 6-5/8"

110
82
56

34
22
12

3,300
2,460
1,680

1,020
660
360

CRATE FRAME QUANTITIES

ARE DETAILED ON THE FOLLOWING PAGES

SEE THE INSTALLATION INSTRUCTIONS FOR MORE
DETAILS.

"CRATING"

CATALOGUE INSERT

HOLDS 7 FULL SIZE CRATES.
PIPE TO ACCOMMODATE SPACING.  AN OPEN TOP CONTAINER

3-1/2" / 4" 46 1,380

7"
6L / 7-5/8"

12
10

360
300

CRATE FRAME

8/15/0112580 NONE

FUTURE PIPE INDUSTRIES, INC.
HOUSTON, TEXAS (281) 847-2987
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Joints/Feet per Truckload
PIPE
SIZE 1000 1250 1500 1750 2000 2250 2500 2750 3000 3250 3500
2-3/8" 1,100 1,100 1,100 1,100 1,100 1,100 1,100 1,046 941 770 770

33,000 33,000 33,000 33,000 33,000 33,000 33,000 31,366 28,216 23,100 23,100
2-7/8" 656 656 656 656 656 656 656 656 574 533

19,680 19,680 19,680 19,680 19,680 19,680 19,680 19,680 17,220 15,990
3-1/2" 448 448 448 448 448 448 448 448 392 364

13,440 13,440 13,440 13,440 13,440 13,440 13,440 13,440 11,760 10,920
4" 368 368 368 368 368 368 368 345 322 299

11,040 11,040 11,040 11,040 11,040 11,040 11,040 10,350 9,660 8,970
4-1/2" 272 272 272 272 272 272 272 238 221

8,160 8,160 8,160 8,160 8,160 8,160 8,160 7,140 6,630
5-1/2" 220 220 220 220 220 220 220 198 176

6,600 6,600 6,600 6,600 6,600 6,600 6,600 5,940 5,280
6-5/8" 120 120 120 120 120 120 120 120

3,600 3,600 3,600 3,600 3,600 3,600 3,600 3,600
*7" 120 120 120 120

3,600 3,600 3,600 3,600
*7-5/8" 80 80 80 80 80 80 80 80

2,400 2,400 2,400 2,400 2,400 2,400 2,400 2,400
*9-5/8" 64 64 64 64 64 64 64 64

1,920 1,920 1,920 1,920 1,920 1,920 1,920 1,920
*10-3/4" 56 56 56 56 49 49 49

1,680 1,680 1,680 1,680 1,470 1,470 1,470
*11-3/4" 49 49 42 42

1,470 1,470 1,260 1,260
*13-3/8" 36 36 36 36

1,080 1,080 1,080 1,080
*16" 25 25 25 20

750 750 750 600
*18" 16 16 16

480 480 480
*20" 16 16 16

480 480 480
*24" 9 9

270 270
*30" 4 4

120 120

Joints/Feet per Container
PIPE
SIZE 1000 1250 1500 1750 2000 2250 2500 2750 3000 3250 3500
2-3/8" 770 770 770 770 770 770 770 770 770 770 770

23,100 23,100 23,100 23,100 23,100 23,100 23,100 23,100 23,100 23,100 23,100
2-7/8" 574 574 574 574 574 574 574 574 574 492

17,220 17,220 17,220 17,220 17,220 17,220 17,220 17,220 17,220 14,760
3-1/2" 392 392 392 392 392 392 392 392 392 336

11,760 11,760 11,760 11,760 11,760 11,760 11,760 11,760 11,760 10,080
4" 322 322 322 322 322 322 322 322 322 322

9,660 9,660 9,660 9,660 9,660 9,660 9,660 9,660 9,660 9,660
4-1/2" 238 238 238 238 238 238 238 238 204

7,140 7,140 7,140 7,140 7,140 7,140 7,140 7,140 6,120
5-1/2" 176 176 176 176 176 176 176 176 176

5,280 5,280 5,280 5,280 5,280 5,280 5,280 5,280 5,280
6-5/8" 96 96 96 96 96 96 96 96

2,880 2,880 2,880 2,880 2,880 2,880 2,880 2,880
*7" 96 96 96 96

2,880 2,880 2,880 2,880
*7-5/8" 80 80 80 80 80 80 80 80

2,400 2,400 2,400 2,400 2,400 2,400 2,400 2,400
*9-5/8" 56 56 56 56 56 56 56

1,680 1,680 1,680 1,680 1,680 1,680 1,680
*10-3/4" 42 42 42 36 36 36 36

1,260 1,260 1,260 1,080 1,080 1,080 1,080
*11-3/4" 36 36 36 36

1,080 1,080 1,080 1,080
*13-3/8" 25 25 25 25

750 750 750 750
*16" 20 16 16 16

600 480 480 480
*18" 16 16 16

480 480 480
*20" 12 9 9

360 270 270
*24" 9 9

270 270
*30" 4 4

120 120
*  THESE LARGER SIZES ARE UNSUITABLE FOR CRATE FRAMES AND ARE LOADED IN ROWS AND COLUMNS ON
 FLATBED TRAILERS WITH WOOD DUNNAGE BETWEEN ROWS AND SIDE FRAMES AT EACH DUNNAGE CROSS SLAT.

TRUCKLOAD AND CONTAINER LOAD QUANTITIES
RED BOX FIBERGLASS DOWNHOLE TUBING AND CASING

PRESSURE RATING - RED BOX TUBING & CASING

PRESSURE RATING - RED BOX TUBING & CASING




